
 Air Compressor Diesel  
  27 m³ / 10 bar 

Capacity : 27 m³ per minute 

Pressure : 10 bar  

Offshore spec. : ATEX  Zone 2  -  NORSOK Z-015 

Container certification : DNV 2.7-1 

Sound level : 83 dBA SPL@1m 

Cooling system : Air cooled 

Ambient design temperature : -20°C to +30°C (with heater installed) 

Fire & Gas detection system : Yes 

Fire Extinguisher system : Yes 

Diesel tank volume : 600 liter 

Size : L: 4570 mm  W: 2450 mm  H: 2940 mm 

Weight : 11 500 kg 

Electric power  : 230V / 16A, 50/60 Hz 

Interface Air Inlet (start air) : 1 x 1" Chicago claw coupling 

Interface Air Outlets : 2 x 2" Chicago claw coupling + 1 x Flange DN80/88 PN16 

Other information : Unit is certified to operate without exhaust flame arresters 
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Rental equipment: 

WE CAN SUPPLY a wide range 

of electrical and diesel driven      

compressors with capacity up 

to 52m³/min used for instru-

ment air, rig air, maintenance 

and well   testing.  We can also 

supply compressors with com-

bined work and breathing air, 

high pressure washers and air 

heaters. 

OUR QUALITY FOR YOUR SA-

FETY is important to us, there-

fore we only develop equipment 

that  meets the strictest require-

ments for the oil and gas in-

dustry. This is to increase safety 

of the user and surrounding 

working environment. 

TRAINING is always offered to 

customers and users on all our 

products. Users will then be 

able to operate the equipment 

safely and more efficiently from 

day one. 
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